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depositiona b s t r a c t
The application range of man-made cellulosic fibers is limited by the absence of cost- and manufacturing-
efficient strategies for anisotropic hierarchical functionalization. Overcoming these bottlenecks is there-
fore pivotal in the pursuit of a future bio-based economy. Here, we demonstrate that colloidal silica
nanoparticles (NPs), which are cheap, biocompatible and easy to chemically modify, enable the control
of the cross-sectional morphology and surface topography of ionic liquid-spun cellulose fibers. These
properties are tailored by the silica NPs’ surface chemistry and their entry point during the wet-
spinning process (dope solution DSiO2 or coagulation bath CSiO2). For CSiO2-modified fibers, the coagula-
tion mitigator dimethylsulphoxide allows for controlling the surface topography and the amalgamation
of the silica NPs into the fiber matrix. For dope-modified fibers, we hypothesize that cellulose chains act
as seeds for directed silica NP self-assembly. This results for DSiO2 in discrete micron-sized rods,
homogeneously distributed throughout the fiber and for glycidoxy-surface modified DSiO2@GLYEO in
nano-sized surface aggregates and a cross-sectional core-shell fiber morphology. Furthermore, the
dope-modified fibers display outstanding strength and toughness, which are both characteristic features
of biological biocomposites.
 2019 The Authors. Published by Elsevier Inc. This is an open access article under theCCBY-NC-ND license
(http://creativecommons.org/licenses/by-nc-nd/4.0/).1. IntroductionThe interest in man-made cellulosic fibers - as an alternative to
conventional fibers, in particular cotton – has steadily increased
since the invention of the viscose process a century ago. Cellulosic
fibers and the associated products are capitalizing on the mechan-
ical and physicochemical features of this abundant polysaccharide
168 M. Andersson Trojer et al. / Journal of Colloid and Interface Science 553 (2019) 167–176[1,2]. However, the production of cellulose fibers via wet-spinning
by traditional methods such as chemical derivatization (e.g. the
viscose process) is chemical and energy exhaustive and conse-
quently environmentally harmful despite the abundance and the
renewable biodegradable nature of cellulose. In addition, the qual-
ity of the resulting fibers are far from that of cotton [3]. Yet, the
recent advent of ionic liquids has significantly expanded the range
of green environmentally friendly processes for cellulose dissolu-
tion and spinning [3–6]. But this progress is not sufficient and in
order to realize a future bio-based circular economy - in which cel-
lulose will play a pivotal role as raw material - it is essential to
broaden its application spectrum through a wider set of properties.
There is therefore a need for new strategies to chemically modify
and to mechanically alter wet-spun cellulose fibers. In that sense,
bio-mimicking anisotropic functionalization on different hierarchi-
cal length scales is desirable in order to enable e.g. self-cleaning
properties, directional and/or region-specific interactions, self-
assembly processes, etc [7–10]. As means for functionalization
and (chemical) modification, silica nanoparticles (NP) are very
attractive candidates. Silica is an inorganic, biocompatible and
environmentally benign material which similar to cellulose is
abundant, cheap but also very versatile in terms of mineralization
and formation [11–16]. Additionally, silica can conveniently be
chemically functionalized using e.g. well-established silane-based
condensation reactions [16–18]. In Nature, siliceous components
are used for protection and stability, e.g. in sponge spicules, in
the diatom frustule, as phytolites in plants and in the radular teeth
of the limpet [8,14]. Improved mechanical stability, in particular
















Silica type  μ [nm]  σ [nm
DSiO2  12 ~0 
DSiO2@GLYEO   12 ~0 















Scheme 1. The wet-spinning setup including the dope and coagulation bath compositio
determined using dynamic light scattering and the Contin algorithm as presented in the
‘‘coagulation bath”, respectively.posites where macromolecules (polysaccharides or proteins) guide
the biomineralization of the inorganic material [8,14,19].
Inspired by such material, we demonstrate here three different
ways for controlling the particle growth/aggregation, morphology
and surface topography of wet-spun silica-cellulose composite
fibers in-situ using a bench scale multifilament solution spinning
equipment (Scheme 1). The aforementioned properties are conve-
niently tailored by the surface chemistry of the colloidal silica as
well as its entry point during the wet-spinning process. The consid-
erable majority of research on siliceous cellulose composite fibers
has been investigated within the scope of the excellent flame-
retardancy provided by silica [20]. Most strategies rely on post-
modification of viscose-produced cellulose fibers or by introducing
silica precursor in the viscose process under the form of alkoxysi-
lanes [21,22]. This is thefirst publicationwhichcombines theunique
gelling behavior of colloidal silica in ionic liquids [6] and the wet-
spinning of cellulose fibers frommixtures of the same. The focus of
thiswork is - in addition to the hierarchical and anisotropic compos-
ite structure of and particle distribution in the cellulose fibers - on
the material and surface properties of this novel class of composite
fiber which display a considerable strength and in particular tough-
ness improvement over the native cellulose filaments.
2. Experimental
2.1. Materials
The cellulose pulp (Buckeye, GP Cellulose GmbH, Zug, CH) was

































n. The mean size m (diameter) and standard deviation r of the colloidal silica was
Supplementary material. The superscripts ‘‘D” and ‘‘C” denotes ‘‘dope solution” and
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sulphoxide (DMSO) and trimethoxypropylsilane ((MeO)3PrSi) were
of analytical grade (Sigma Aldrich Sweden, Stockholm, SE). Dis-
tilled water was used for all water samples. Amorphous colloidal
silica; unmodified Bindzil 40/220 DSiO2 (50 wt%, monodisperse),
surface modified Levasil cc301 with 3-(2,3-epoxypropoxy)propyl
triethoxysilane (GLYEO) DSiO2@GLYEO (30 wt%, monodisperse)
and unmodified Bindzil 50/80, CSiO2 (50 wt%, polydisperse) were
obtained from Nouryon (Bohus, SE).
2.2. Wet-spinning
Cellulose filaments were spun using a bench scale multifila-
ment solution spinning equipment, with in-line filtration through
a 5 mm sintered nonwoven stainless steel filter. The solution was
extruded at ambient temperature through a spinneret with 64 cap-
illaries with the diameter of 100 mm. The extrusion rate Qwas fixed
at 2.5 ml min1, resulting in a filament extrusion speed v of
5 mmin1. The take-up speed vs was also fixed at 5 mmin1 to
give filaments with a stretch ratio s = 1 in order to allow for the
investigation of the effect of silica modification in the absence of
additional alignment/orientation effects. The extruded filaments
were precipitated in water or in water/DMSO mixtures at room
temperature (see below). The fibers were collected immediately
after the coagulation bath, as described in Scheme 1, and subse-
quently washed thoroughly in distilled water and dried at constant
length at room temperature for 24 h. Prior to mechanical testing
and birefringence analysis, filaments were conditioned at 65 ± 2%
relative humidity and 20 ± 2 C for at least 24 h.
2.2.1. Silica in dope solution
For the silica, DSiO2 or DSiO2@GLYEO, added to the dope solu-
tions, 0.5 wt% silica (representing 10 wt% of the solid fiber content)
was added from a concentrated suspension to the already dis-
solved pulp. DSiO2 which aggregates in the presence of cellulose
was allowed to gel at 70 C for 24 h during the degassing procedure
in accordance with general dissolution procedure as described in
the Supplementary material.
2.2.2. Silica in coagulation bath
1 wt% CSiO2 was added to the coagulation bath under gentle
stirring. In order to assess the effect of the coagulation rate, fila-
ments were extruded into suspension containing various amounts
of DMSO (0, 4, 12 and 36 wt%).
2.3. Birefringence
The birefringence Dn (Eqs. (1) and (2) - where no is the ordinary
and ne is the extraordinary refractive index, R is the retardation and
D is the filament diameter - and the subsequent semi-empirical
orientation factor f (Eq. (3)) of the filaments were measured using
optical microscopy (Nikon Eclipse Ci-Pol, Brighton, MI, US) with a
supplemental Berek compensator (Nishika Co., Kyoto, J). For each
type of modification, the obtained Dn and f was estimated from
the mean of at least 10 filaments.
jne  noj ¼ Dn ð1Þ
R ¼ D  Dn ð2Þ
Dn ¼ f  Dnmax ð3Þ
The retardation was obtained directly by the tilt angle u of the
Berek compensator according to Fig. S4 in the Supplementary
material. Dnmax in Eq. (3) was 0.062 as obtained using the Lenz for-
malism [23].2.4. SEM
The fibers were mounted on a SEM stub using a silver adhesive
and sputtered with a 1 nm or 1.5 nm thin platina layer for the
cross-sectioned or top-viewed samples respectively. The samples
were analysed using a high-resolution SEM (JEOL JSM-7800F, JEOL,
Peabody, US) operating at an accelerating voltage of 5 kV. The
working distance was 4 mm for the microscopy and 10 mm for
the EDS analysis.
2.4.1. Cross-sections
Samples for cross-section analyses were prepared by vacuum
impregnation and cold mounting in epoxy. The impregnated sam-
ples were subsequently ion etched by BIB (Broad Ion Beammilling)
using a Gatan Ilion (5 kV in liquid N2 at 80 C) and PIPS (Precision
Ion Polishing System, Gatan, Pleasanton, US).
2.4.2. EDS
EDS analysis was performed using a XFlash 5020 detector (Bru-
ker, Billerica, US). Quantification by mapping and line analysis
were performed at 5 kV accelerating voltage, 10–11 kc/s for
10 min.
2.5. Fiber density
The density of the fiber q was determined by detecting its fun-
damental resonance frequency, induced by mechanical oscillation
using a Vibroscope (Vibroskop, Lenzing Technik GmbH & Co KG)
operating at frequency f = 2.0 MHz. The resonance condition for
the fundamental frequency is described in Eq. (4).




k ¼ qpr2 ð5Þ








The nonlinear correction factorDwhich takes the form of a geo-
metric sum (Eq. (6)) accounting for the stiffness of the fiber E (as
described by the factor a in Eq. (7)) was minimized by maximizing
the tension weight F and the length. The resonance was induced at
a fixed mechanical oscillating frequency by varying l. The radii of
the fibers were obtained from SEM measurements. k in Eq. (5) is
the linear fiber density.
2.5.1. Estimation of silica concentration
The silica concentration in the fiber was estimated using the
measured fiber density from mechanical oscillation (Eq. (4)) and
from the fiber radii from SEM according to Eq. (9) where wSiO2
and wCellulose, qSiO2 (2.65 g/cm3) and qCellulose (1.50 g/cm3) are the
weight fractions and densities of silica and cellulose respectively.
wSiO2qSiO2 þw Cellulose q Cellulose ¼ q
wCellulose ¼ 1wSiO2
ð9Þ
Eq. (9) assumes that the fibers are void of cavities, which was
confirmed using SEM as well as the measured fiber density on pure
cellulose fibers which was very close to the theoretical value of
pure cellulose.
170 M. Andersson Trojer et al. / Journal of Colloid and Interface Science 553 (2019) 167–1762.6. Mechanical testing
The material properties of the filaments, conditioned at 65% RH
for 24 h, were obtained using a tensile tester (Vibrodyn, Lenzing
Technik GmbH & Co KG) in accordance with SS-EN ISO 5079:199.
A clamp distance of 20 mm was used and the deformation speed
was 20 mm/min. At least 10 filament were analysed for each
sample.2.7. Optical tensiometry
The water contact angle (CA) on the single fiber was determined
using a Theta optical tensiometer (Attension, Espoo, FI) by fitting
the menisci shape with the Young-Laplace equation (Eq. (10)),
where c is the surface or interfacial tension, Dq the density differ-
ence between the drop and the surrounding medium and g the
gravitational constant. n(x) (Eq. (11)) is the analytical solution to






























Scheme 2. The incorporation of colloidal silica during the wet-spinning process andsents the fiber wall, n(x?1) = 0 and r∙n is the orthogonal tan-
gent of n(x) and as such the vector of the surface tension and kc
(Eq. (12)) is the capillary length.
Dqgnx¼0 ¼ cr  n ð10Þ







Supplementary CA measurements of picoliter drops directly on
single filaments were performed on a few reference fibres as well
as hydrophobized fibers using a supplemental picoliter dispenser
module (T315A, Attension, Espoo, FI) attached with a horizontal
sample holder (T315D) for comparison with meniscus measure-
ments. Menisci measurements were not feasible for hydropho-
bized fibers since such fibers with CA > 90 could not penetrate
the water surface and instead bend and lay flat on the surface. PriorMobile region
DSiO2@GLYEO






















the proposed mechanism leading to the resulting composite fiber composition.
M. Andersson Trojer et al. / Journal of Colloid and Interface Science 553 (2019) 167–176 171to each measurement, the quality of the water was confirmed by
pendant drop measurements to assess the surface tension. Values
of 72.8 ± 0.2 were deemed acceptable. For these measurements,
the droplet shape was fitted using the Young Laplace model
(Eq. (13)) where R0 is the radius at the drop apex and b is the shape
factor.
For each combination at least three measurements were made.
The mean and standard deviation was obtained from the total col-
lection of images where each measurement comprised of at least
100 images.




ð13Þ2.8. Plasma-enhanced chemical vapor deposition
The fibers were hydrophobized by treatment in a TePla Plasma
system 440G (Technics Plasma GmbH, Plasma und Ionenstrahl Sys-
teme, Kirchheim bei München, DE) at 280 W and 0.7 mBar. The
chamber containing the filaments on an aluminum grid was evac-
uated and flushed with argon (2.0 mBar) twice after which (MeO)3-
PrSi (0.31 mBar) and the inert carrier gas argon (0.39 mBar) was
introduced. The plasma was ignited, and the PE-CVD process was
allowed to proceed for 5 min. The plasma was thereafter turned
off and the polycondensation reaction was allowed to continue in
the afterglow for 5 min.
3. Results and discussion
The cellulose fibers were modified by introducing the colloidal






Fig. 1. SEM images of DSiO2-modified cellulose fibers. The LED (lower electron detector)
particles are discernible. The BED (back-scattered electron detector) image (a2) displays a
stochastically distributed rods aligned in the fiber direction. Images (a3) and (a4) display
EDS-mapping is performed on the surface of the sample (penetration depth  1 mm). No
corresponding void in the carbon signal is diluted with signal originating from the cellu
zoom-in on its surface region respectively, displaying the distribution of the rods in the b
the reader is referred to the web version of this article.)Scheme 1). In the following subsections, the surface and bulk prop-
erties of the resulting fibers are presented and discussed. The sur-
face topography and wetting properties of the modified fibers were
investigated using SEM and optical tensiometry. The cross-
sectional fiber morphology and the mechanical properties were
analysed using BIB-SEM, mechanical testing and birefringence.
Although the results of the dope-modified fibers rely on the col-
loidal behaviour of the silica NPs in ionic liquid media, the focus
of this paper is on the properties of the resulting fibers. A short
rudimentary description of the solution behaviour is provided in
the Supplementary material (Section 2.1) and a full detailed inves-
tigation of silica NPs in ionic liquid media will be the topic of a suc-
ceeding paper.
In the ionic liquid EMIMAC and in EMIMAC/DMSO media, both
bare silica (DSiO2) and glycidoxypropyltriethoxysilane modified sil-
ica (DSiO2@GLYEO) have a relatively good colloidal stability and no
instant observable gelling could be noted despite the considerable
ionic strength. However, when cellulose was introduced into the
mixture, DSiO2 formed discrete aggregates relatively quickly (the
mixture turned slightly turbid after two days), whereas DSiO2@-
GLYEOwas stable for six months after which an opaque continuous
gel formed. We propose that the dissolved cellulose polymers act
as seeds for gelling/aggregation in a similar manner as for the
guided biomineralization found in Nature, yet on mesoscopic
instead of molecular length scales (see Scheme 2). If the gelling
would have been due to depletion effects which is also a reason-
able assumption, the gelling of DSiO2@GLYEO should have been
much faster since its interaction with cellulose is considerably
weaker than that for DSiO2 (see Section 3.1). Note that depletion
forces arises for polymers which are non-interacting with or




image (a1) displays a close-up on a micron-sized rod in which the individual DSiO2-
top view of the fibers with a micron-sized surface topography as obtained from the
EDS mapping of the silicon (yellow) and carbon (purple) content respectively. The
te that the silicon signal is weaker for rods in the interior of the fiber and that the
lose matrix. The BED images (b1) and (b2) show a cross-section of the fiber and a









Fig. 2. SEM images of DSiO2@GLYEO-modified cellulose fibers. The LED image (a1) displays a close-up on the nanoscale surface topography from individual DSiO2@GLYEO
particles and colloidal silica nanoaggregates. The BED image (a2) displays the fiber surface, which appears smooth on a micron scale. The BED images (b1) and (b2) display a
cross-section of a fiber sample and a zoom-in on its surface region respectively. In (b1), an EDS line-mapping of the arbitrary silicon concentration across the fiber diameter
has been included in order to quantitatively display the core-shell structure. Images (b3) and (b4) display an EDS mapping of the silicon (yellow) and carbon (purple) content
respectively which also reveal the core-shell structure. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this
article.)
100 nm






Fig. 3. SEM images of CSiO2-modified cellulose fibers from a coagulation bath containing 36% DMSO. The LED image (a1) displays a close-up on the nanoscale surface
topography obtained by the adsorbed CSiO2 particles. The individual particles are clearly observed. The BED image (a2) shows a top view of the fiber. It is clear that the surface
of the CSiO2-modified fibers appears to be rough on micron scale in contrast to the DSiO2@GLYEO-modified fibers. Images (a3) and (a4) display EDS mapping of the silicon
(yellow) and carbon (purple) content respectively. The BED image (b1) displays a cross-section of a fiber from a coagulation bath containing 4% DMSO. In the surface region, a
thin section rich in silicon is evident. Note that this region is visible on both sides of the void surrounding the fiber. In (b2), a zoom-in on the surface region is shown in which
the individual polydisperse spherical silica particles are clearly visible. (For interpretation of the references to colour in this figure legend, the reader is referred to the web
version of this article.)
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aggregation.
3.1. Topography and cross-sectional morphology
Regarding the wet-spinning of DSiO2-containing fibers, the silica
particles were allowed to gel for 24 h at 70 C in accordance with
the standard dissolution procedure (see the Experimental Section)
and the soft gel particles were stretched during the extrusion in the
coagulation bath (see Scheme 2). Cross-sections of the fibers



























Fig. 4. Wetting (a), non-wetting (b) of the silica-cellulose composite fibers and hydropho
is shown with the inset displaying the shape of the meniscus being fitted with the Young
receding (Rec) contact angles as well as the contact angle hysteresis (Hys) is shown for all
reference filament is shown. The contact angles obtained using picoliter droplets agreed w
Table S2 in the Supplementary material. In (b2) and (b3), the contact angle for the hydroin the plane perpendicular to the fiber direction and homogenously
distributed with an aspect ratio in the fiber direction of 3.5 ± 0.5
(Fig. 1, Figs. S6 and S10 in the Supplementary material). Addition-
ally, the silica NP aggregates were void of any cellulose (Fig. 1a3
and a4), despite having been seeded by the presence of the same
according to our hypothesis.
For DSiO2@GLYEO-containing fibers, the surface appeared
smooth at larger (micron) scales (see Fig. 2a2) and displayed a
grainy rough surface at smaller (nano) dimensions (see Fig. 2a1).
It is clear that the bulk of the DSiO2@GLYEO-modified fibers are
very different from the DSiO2-modified fibers, revealing a, 0 wt% DMSO
, 4 wt% DMSO
, 12 wt% DMSO











































bized fibers respectively. In (a1), the meniscus formed on a cellulose reference fiber
-Laplace equation from Eqs. (10)–(12). In (a2), the static, (Stat) advancing (Adv) and
silica modified fibers. In (b1), the contact angle of a picoliter droplet on the cellulose
ell with the corresponding meniscus angle (a1) for the cellulose reference fiber (see
phobized cellulose reference filament and for a DSiO2–modified filament is shown.
174 M. Andersson Trojer et al. / Journal of Colloid and Interface Science 553 (2019) 167–176core-shell morphology (see Fig. 2b). Based on our previous experi-
ence of the time dependent coagulation [24], it is reasonable to
assume that the cross-sectional and topographic morphology was
controlled by the kinetics of the fiber coagulation during the
wet-spinning process rather than an intrinsic propensity for gelling
as for DSiO2. As the dope solution enters the coagulation bath, the
net flow of dope solvent (initially predominately DMSO [24]) forces
DSiO2@GLYEO towards the interface, giving the resulting fiber a
core-shell morphology (see Fig. 2b, Scheme 2, Figs. S7 and S11 in
the Supplementary material). However, since the coagulation rate
is high, only the particles within a finite region are subjected to
the convectional flow before entrapment in the precipitated cellu-
lose matrix (see Scheme 2). As can be seen in Fig. 2b2, the assembly
of DSiO2@GLYEO at the interface results in some aggregation with a
subsequent growth in aggregate size. The thermodynamic origin of
this aggregation is not fully understood since DSiO2@GLYEO is
stable in water, even at very high salinity, as well as in the dope
solution containing cellulose in contrast to DSiO2. Yet, the sudden
extreme interfacial changes (increased DSiO2@GLYEO and cellulose
concentration, increased salinity and altered solvency) once the
dope solution enters the coagulation bath may account for the
minor aggregation.Elongation










































CSiO2, 0 wt% DMSO
CSiO2, 4 wt% DMSO
CSiO2, 12 wt% DMSO
CSiO2, 36 wt% DMSO
Legends
Dope solution Coagulation bath
Fig. 5. Mechanical properties of the silica-cellulose composite fibers. The elongation at br
shown in (a), (b), (c) and (d) respectively. In (b), the corresponding tensile stress is inclu
Young’s modulus respectively are also shown.Regarding the coagulation bath as source for SiO2 NP introduc-
tion, the obtained surface topography is the result from regular
adsorption processes. DMSO was added to the coagulation bath
in order to mitigate the coagulation kinetics [24]. For the fibers
spun through the coagulation bath containing the highest DMSO
concentration (Figs. 3 and S9 in the Supplementary material), CSiO2
was more amalgamated into the cellulose matrix as evident in
Fig. 3a1. In addition, more CSiO2 was adsorbed (see Fig. S9 in the
Supplementary material) giving a homogenous surface coverage
whereas less was adsorbed at lower DMSO concentrations with
occasionally more patchy surfaces. Since the interaction between
GLYEO-modified silica NPs and the cellulose polymer is much
weaker than that for bare silica NPs, yielding very weak adsorption,
no rigorous investigation of GLYEO-modified silica NPs added to
the coagulation bath was performed.
3.2. Wetting and non-wetting of hydrophobized fibers
The surface topography and the amount of incorporated/
adsorbed silica in the fibers were reflected in their wetting
characteristics (Figs. 4a and S13–S19 in the Supplementary
material). As a general trend, the fibers containing larger quantitiesStrength

































































eak c, the tensile strength, the toughness and the stiffness for all modified fibers are
ded. In (b), (c) and (d), the weight normalized specific tensile stress, toughness and
M. Andersson Trojer et al. / Journal of Colloid and Interface Science 553 (2019) 167–176 175of silica, introduced via the dope solution displayed a lower static
and receding contact angle, consistent with properties predomi-
nantly governed by the hydrophilic SiO2 (see Fig. 4a and Table S2
in the Supplementary material). Note that the surface of DSiO2@-
GLYEO is not fully GLYEO-substituted. DSiO2 and CSiO2 exhibiting
heterogeneity on larger length scales displayed much larger hys-
teresis and high advancing contact angles, as expected for a tex-
tured surface.
A more illustrative example of the siliceous surface topography
is the water repellency of hydrophobized fibers (see Fig. 4b). To
demonstrate this, cellulose reference and DSiO2 fibers were modi-
fied using plasma-enhanced chemical vapor deposition (PE-CVD)
of trimethoxypropylsilane ((MeO)3PrSi). The repellency of the
hydrophobized filaments was significantly enhanced for DSiO2
(see Fig. 4b3) which displayed a high contact angle (120.1) already
at the fiber level.
3.3. Mechanical properties and cellulose orientation
The SiO2 modification affected the mechanical properties of the
fibers considerably (Figs. 5 and S20–S25 in the Supplementary
material). However, the precise nature of this effect, such as fromSiO2  [wt%]




























CSiO2, 0 wt% DMSO
CSiO2, 4 wt% DMSO
CSiO2, 12 wt% DMSO
CSiO2, 36 wt% DMSO
Legends
Dope solution Coagulation bath
Fig. 6. The toughness (a) and the strength (b) from Fig. 5 are plotted as a function of
the total silica concentration in the dry fiber as determined using mechanical
vibration resonance for fiber density determination.the micron-sized DSiO2 rods, should not be mistaken for the
fiber-reinforcing effect of e.g. glass fibers. The DSiO2 rods are more
reminiscent of fractal colloidal gel particles and their effect on the
fiber properties is therefore more ambiguous. Note also that cellu-
lose shoulders the role as the fiber-reinforcing element rather than
the energy-dissipating matrix in biocomposites.
The SiO2 modification resulted for all types of fibers in an
enhancement of the strength (Fig. 5b). For the dope solution-
modified fibers as well as for CSiO2 with 36 wt% DMSO in the coag-
ulation bath, the elongation at rupture c was significantly
increased (20%, see Fig. 5a) which conjoint with the strength
enhancement resulted in composite fibers with superior toughness
(2–4 times that of the cellulose reference, see Fig. 5c), especially for
the dope solution-modified fibers. Indeed, the toughness (see
Fig. 6a) and the strength (see Fig. 6b) were correlated with the
SiO2 content - as estimated using density measurements - in a
more straightforward manner, regardless of the silica type, mor-
phology or distribution. No such correlation was discernible for
the other mechanical properties (see Figs. S26 and S27 in the
Supplementary material).
For the coagulation bath-modified fibers, the altered properties
are primarily explained by a reduced cellulose orientation in the
fibers (see Fig. 7a and d). This can be seen in Fig. 7a where the∆n



















10 μm 25 μm
DSiO2@GLYEO
DSiO2
CSiO2, 0 wt% DMSO
CSiO2, 4 wt% DMSO
CSiO2, 12 wt% DMSO
CSiO2, 36 wt% DMSO
Legends
Dope solution Coagulation bath
Fig. 7. Plot of the stiffness as a function of birefringence (a). Squares and circle
represent dope solution- and coagulation bath-modified fibers respectively. Images
(b–d) display double polarization micrographs of DSiO2, DSiO2@GLYEO and CSiO2,
36 wt% DMSO respectively. In (b2), the DSiO2 fiber is displayed at the Berek
condition.
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scales with the birefringence. However, this is not the case for
the dope solution-modified fibers where DSiO2@GLYEO exhibited
the highest orientation (see Fig. 7a and c). Using bright field double
polarization microscopy, it was determined that the DSiO2@GLYEO
and DSiO2 fibers exhibited a higher degree of alignment than the
CSiO2 and the cellulosic reference fibers. For DSiO2, the individual
micron-sized rods could be identified with a different magnitude
of the orientation than that of the cellulose matrix. However, the
resolution was too low for any attempt to separately determine
the orientation of the rods.
4. Conclusions
To conclude, siliceous cellulose composite fibers have been wet-
spun from ionic liquid into distilled water or into aqueous
nanosuspensions. The anisotropic morphology and hierarchical
structure of the silica particles were controlled by the surface
chemistry of the colloidal silica (silanol/silanolate for DSiO2 and
CSiO2 or glycidoxypropyl for DSiO2@GLYEO) as well as the entry
point during the wet-spinning process (dope solution or coagula-
tion bath). DSiO2 gave a micron-scale surface topography of dis-
crete gel particles or rods, homogenously distributed in the bulk
of the fiber. The rods, assembled from the aggregation of individual
silica nanoparticles were most likely seeded by the presence of cel-
lulose chains, a mesoscopic counterpart to the guided silicification
of anisotropic hierarchical siliceous structures found in e.g. sponge
spicules and diatom frustules [8]. DSiO2@GLYEO gave a nano-scale
granulated surface topography. We hypothesize that the weaker
interaction between the GLYEO surface groups and the cellulose
chains prevented immediate aggregation. Instead, the bulk of the
fiber displayed a core-shell structure with a silica-reinforced
interface of slightly aggregated particles, an inner ring richer in
cellulose and an interior with homogenously distributed non-
aggregated nanoparticles mediated by the kinetics of the coagula-
tion process. CSiO2, adsorbed from the coagulation bath, gave a
nano-scale surface topography governed by the size of the individ-
ual silica spheres. The silica particles could be slightly amalga-
mated into the cellulose matrix by adding the cosolvent
dimethylsulphoxide to the coagulation bath which mitigated the
coagulation kinetics and additionally resulted in an augmented
adsorption. In addition to the tailored anisotropic surface topogra-
phy and fiber morphology, the silica modification resulted for all
fibers - in particular the dope solution-modified ones - in a
strength and toughness enhancement, outperforming e.g. novel
knittable graphene oxide fibers [25] or cellulose nanomaterials
[26,27]. Therefore, this novel class of siliceous cellulose fibers,
modified via a facile green wet-spinning process, provides a
promising platform for further tailoring the fiber properties. In
our opinion, the demonstrated hydrophobization of the fibers via
plasma-enhanced silanization is an excellent example of such a
modification.
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